Residential Accessory Structures

Based on the 2012 Sﬁmwzns.g& Residential Code (IRC)

7/16" OSB ROOF SHEATHING

RAFTERS PER TABLE 1 OR

MFR. TRUSSES @ 24"0.C.

-

2X RIDGE BOARD TO BE
GREATER THAN THE DEPTH
OF THE CUT RAFTERS

\ 12"0.C.

W/ 8D NAILS @ 6"0.C. EDGE /
AND 120.C. FIELD NAILING
= > 8D
[ \ —~ @ 6"0.C.
\ ATTACH RAFTERTO RIDGE _
S — BOARD W/ A SIMPSON LSU26 unma e
N OR (4) 16D TOE NAILS I
\
(3) 16D NAILS @ EACH -
= / TIE-TO-RAFTER DETAIL C - TYP. WALL CORNER
CONNECTION (PLAN VIEW)
CONTINUOUS CEILING JOISTS PER 2X4 COLLARTIE @
SEETABLES —>| SEE DETALS TABLE 2 OR MFR. TRUSSES @ 24"0.C. 4'-0°0.C. (SEE NOTE 11)
/
| 2X4STUDS @ 16" O.C. A
N (100" MAX. HEIGHT) / _ \
3/8" OSB SHEATHING W/ ——= DETAILA
8D NAILS @ 6" 0.C. EDGE
AND 12" O.C. FIELD NAILING. _
ALL PANEL EDGES TO HAVE Ayl \ T~
Z(BLOCKNG 1/~ 16d NAILS @ EACH CEILING
1/2"@ x 10" J-BOLTS (EMBED 7") @ 32"0.C. FULL DEPTH EAVE JOIST TO RAFTER CONNECTION,
INSTALL W/ 3"x3"x0.229" PLATE WASHERS. BLOCKING W/ (3) SEE TABLE 6 FOR THE NUMBER
PROVIDE W/IN A MAX. OF 12" BUT NOT \ 16d TOE NAILS OF NAILS REQUIRED
CLOSER THAN 4" FROM EACH CORNER OR 8d NAILS @ 6 O.C.
PLATE END. PROVIDE A MINIMUM OF 2 /
BOLTS PER PLATE PIECE. SIMPSON H2.5 OR
. APPROVED EQUAL d
X TREATED BOTTOM PLATE #3 DOWEL M..R 0.C. @ EACH RAFTER B
GALVANIZED OR STAINLESS 12" \
STEEL FASTENERS, SEE NOTE 7 1/
¥ |
u " 3-1/2" MIN. CONCRETE SLAB<> SEE
6" MIN. TO 24" MAX. 2 _ \ NoOTE10 ™— DOUBLE TOP e vee of o Famdont ]
\\uﬂ #4 BARTOP PLATES The use of this handout in lieu
12" MIN & BOTTOM V4 of an engineerd design is
) / subject to the limitations
|,_‘| |w+u — |\\ noted in the "General Notes”
" and the discretion and
Iv_ 12 _AI DETAILB approval of the authority
having jurisdiction.
TYPICAL WALL SECTION
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